INDUSTRIE

CODE:

WELDING
RANGE ¢

VOLTAGE

CASE
DIMENSIONS

WEIGHT

VOLUME

WELDING
PARAMETERS
MEMORY

WORKING
RANGE

MAXIMUM
ABSORBED
POWER

POWER
CABLE

WELDING
CABLE

WORKING
TEMPERATURE

195SEL8404/220
195SSEL8404/110

20 —- 630

230 V
110V

340x450xH220 MM

25,2 K

0,0575 M3/pP

10.000

uUP TO 100 AMP.
PEAK

2500 VA

FROM -18° 1o + 55°C

195SEL8404L/220
195SEL8404L/110

20 +~ 160

230 V
110V

314x350xH170 MM

13 KB

D,0104 M3%/p

10.000

UP TO 40 AMP.
PEAK

1000 VA

FROM -18° 1o + 55°C

19S5SSEL8404P/220
19SSEL8404P/110

20 - 400

230 V
110V

510x436XH217 MM

24 Ko

D,0496 M3/p

10.000

UP TO 80 AMP.
PEAK

2000 VA

FROM -18° 1o + 55°C

195SMARTWELD/220
195SMARTWELD/110

20 —- 400

230 V
110V

510x436XH217 MM

24 Ko

D,0496 M3/p

10.000

UP TO 80 AMP.
PEAK

2000 VA

FROM -18° 1o + 55°C

19SSEL8404LP/220
19SSEL8404LP/110

20 + 160

230 V
110V

510x410xH200 MM

16 K

D,0418 M3/p

10.000

UP TO 40 AMP.
PEAK

1500 VA

FROM -18° 1o + 55°C

19SMARTWELDLIGHT/220
19SMARTWELDLIGHT/110

20 =~ 160

230 V
110V

510x410xH200 MM

16 KB

0,0418 M%/p

10.000

UP TO 40 AMP.
PEAK

1500 VA

FROM -18° 1o + 55°C
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CODE:

QUICK GUIDE
ON PAPER

COMPLETE MULTILINGUAL
USER’S MANUAL

BARCODE SCANNER

UsSB SUPPORT WITH DATA
DOWNLOAD SOFTWARE

TRACEABILITY

PRESSURE TEST

PELI CASE

NUPI WELDING CLOUD

TEST CERTIFICATE

195SEL8404/220
195SSEL8404/110

195SEL8404L/220
195SEL8404L/110

19S5SSEL8404P/220
19SSEL8404P/110

195SMARTWELD/220
195SMARTWELD/110

19SSEL8404LP/220
19SSEL8404LP/110

19SMARTWELDLIGHT/220
19SMARTWELDLIGHT/110

ADDITIONAL EQUIPMENT AND SPARES:

- USB SUPPORT FOR DATA DOWNLOAD SOFTWARE INSTALLATION (WELDING REPORTS, TRACEABILITY AND PRESSURE TEST)
- BARCODE SCANNER

- PRESSURE TEST UNIT
- ADAPTERS
- TERMINATING CABLES






